


Steam
Generator

Shutoff Valve

Electric Water 
Solenoid Valve Cold Incoming

Water Supply
120 PSI Max

Tank

Steam Line

IMPORTANT: Install 
steamhead 12” to 18" above 
the shower floor or 6" above 

the rim of the bathtub.

Union
(Required)

Water 
Level 
Probe

Pressure Safety Valve
Connect to indirect waste or as 
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Connect to indirect waste or as 
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Plumbing Installation Instructions

3. Steam Generator Installation
The Steam Generator should be mounted in a location conve-
nient for hook-up and service by the plumber and electrician.
CAUTION: The Steam Generator is designed to be used 
ONLY in an upright and level position; to do otherwise would 
damage the unit and void the warranty.

a) The Steam Generator can be mounted to a wall or 
set on the floor. However, the unit must be secured. 
To secure the unit to a vertical wall, loosen the two 
screws holding the electrical access cover, remove 
cover (see Figure 1). Located inside the cabinet 
near the top left and right corners are mounting 
holes. Place top cover back and secure.

Figure 2 - Plumbing Diagram
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b) Connect the ⅜" water inlet to a shut off valve as 
described in Section 2.a. The valve must be kept in 
an open position during normal operation. In an area 
where water hammer is a problem install a water 
hammer arrestor in the line. Refer to Figure 2.

    IMPORTANT: Do NOT use a “saddle valve” or 
piercing type valve for water connection.

c) Connect the steam line from rough-in location 
described in Section 2 to the ¾" nipple on the Steam 
Generator using a union.



IMPORTANT: The warranty of this product is voided if it is used in a commercial application or for anything other than a residential 
steambath installation. 

TSX-220 Auxilary 
Outside Control

Steam Outlet Pipe - Use a ¾" Copper or Brass pipe.
CAUTION: Do NOT install a shutoff valve on the steam outlet pipe. Do NOT create traps or valleys in this line which 
would prevent the flow of steam. The steam outlet pipe should be pitched toward the Steam Generator (preferred), 
allowing condensation to run back into the Steam Generator or toward the steamhead. If the steam pipe exceeds ten 
feet, use an appropriate pipe insulation rated for a minimum of 212°F.

TSC model control 
MUST be installed inside the 

Steam room.

Steamhead Installation
Steamhead should be mounted 12” 
to 18" above the finished floor or 6" 
above the rim of the tub as far from 

the bather as possible.

Safety Valve
Connect ¾" pipe to an 

indirect waste or as 
required by local codes.

Union 
Required

Auto Drain Ready
½" Capped Line

The Plumbing Instructions must be given to the homeowner for future use.

⅜" Shutoff Valve
Keep in open 

position during 
normal operation.

Connect to Hot or 
Cold water supply
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Figure 4 - Typical Installation Models: TSG-7 and TSG-10
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Access Requirements Models: TSG-7 and TSG-10
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Select a location for mounting the Steam Generator that is 
accessible for installation and service. The access requirement 
indicates the minimum space for convenient access to Steam 
Generator.
CAUTION: All models must be installed INDOORS, in a DRY, 
NON-FREEZING location away from flammable materials such 
as: Gasoline, Paints, Thinners, Etc.
IMPORTANT: Steam Generator must be installed upright and level. 
The serial number info should be visible and the Steam Generator 
should be accessible for service. 

Figure 5

Installation Suggestions

®

*Alternate Attic Location
(See CAUTION below)

*Alternate Basement Location
(See CAUTION below)
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*CAUTION: Steam generators must NOT be installed outdoors, in moist, humid areas, in areas prone to freezing, or 
extreme heat such as an unventilated attic. To do so will void the warranty.
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